
Alliance Productions Corplex: Copper  
48Õ Straight Digital 

 
Video Production 

3 position production deck 
2 position mid deck 
2 position back deck 

GVG Kalypso Digital Switcher, 80 
inputs, 48 outputs, 4 M/E, 2 
Chromakeyers, 6 transform engines, 
still file and bus linking. 
Abekas DVEous Dual twin channel 
w/power bundle option, 6 inputs, 
individual channel outs. 
  
Graphics 
Chyron Duet LEX  
Chyron Infinit 601, 68060 processor, 
128 Mg. Expanded, Transform II, 3 
frame buffers, 2 serial/1 video outputs, 
1.1 Gig drive, intelligent 
interface/ethernet, 230 Mg. Bernoulli 
drive, 250 Meg Zip, 2 GB Jaz, video 
input module, transcoder,  
2 keyboards, 3rd channel 
 
Video Tape 
8 - BVW D-75 Beta SP 
1- DVW500 Digi Beta 
1 EVS XT 4 channel video server 
Fast Forward DDR w/ Lance controller 
2 – Sony VHS 

5 DNF controllers  
Time code patch panel                    
RS-422 patch panel 
 
Cameras/Lenses 
On-board complement: 
1 Sony BVP 900 
3 Sony BVP 500 
4 Sony BVP 950 
3 Fujinon 60:1 lenses 
2 Fujinon 22 x 8 lenses (hh) 
2 Fujinon 15 x 8.5 lenses (hh) 
4 Vinten Vector 70 heads 
Hard camera expander with 55X lens 
Optional complement: 
up to 6 additional cameras 
 
Audio  
Soundcraft Europa 48 Input Console, 
36 mono, 4 stereo, 8 stereo returns, 
12 aux busses, 8 matrix, 8 groups, 8 
VCA’s. 
(2) 360 Systems Digicart II w/ 150 Mg. 
Bernoulli & Zip disk 
(4) DBX 266XL dual channel 
compressor/limiters 
Tascam CDR-2000 CD 
player/recorder 
Tascam DA80 DAT with time code 

(2) Genelec 1030A nearfield monitors 
Tektronix 760 stereo audio monitor 
(3) Daltech boxes 
(6) Sennheiser HMD25 announce 
headsets 
(2) Sennheiser ME-67  
(2) Sennheiser ME-66 
(1) BeyerDynamic MC-737 
(4) BeyerDynamic MCE86N 
(6) Sony ECM 55B 
(4) BeyerDynamic M- 58  
(2) EV RE-11 
(1) EV 635 
(1) Shure VP-88 
 
Monitoring 
2 Sony 20" (program/preview) 
42 Sony 9" B&W 
12 Sony 8" color 
External monitors 
 4 – 13” color 
 6 – 10” color 
 
Intercom/Communications 
Telex/RTS Adam CS 48X48 digital 
intercom matrix w/  
    redundant power supplies 
RTS 4010 12 Ch IFB system 

Clearcom TW 12B system to system 
interface 
(10) RTS BP325 belt packs  
(12) RTS 4030 IFB boxes 
(2) RTS biscuit boxes 
(2) Motorola 900MHz base stations 
(6) Motorola walkie-talkies 
12 Panasonic keysets 
12 line telephone system 
1 Telos One & 1 Telos Link Digital 
Telephone Hybrid 
(2) Gentner digital telephone auto 
couplers 
(2) RTS TIF-951 telephone hybrids 
4 Wohler audio monitors per 
production position 
 
System Equipment 
Sony 64X128 component digital router 
Sony 32X32 stereo analog audio 
router 
8 DPS 465/470 frame synchronizers 
RCA DSS DISH 
105 video DA’s 
30x26 video patchfield 
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Dimensions/Power 
208-240v SINGLE phase, 200 amps 
150' cable (series D camlock) 
10 ton HVAC 
48' trailer , 13' 6" height clear              
8' 6" wide clear (transport) 
72,000 lbs. (36,300 kgs.) 
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