
Alliance Productions IMSP 1 
53’ Digital Expando 

 
Video Production 
2 deck dual expando (40'x13'6"-
24Õx24Ó) 
4 position production deck 
5 position rear deck 
GVG  Kalypso. 
 4 M/E 80 inputs and P bus control of 
Digicarts DVEous and ext. DNF 
controller. 
Abekas DVEous dual twin (8 ch) w/ 
CPL, P-Bus and Kalypso          
interface 
 
Graphics 
Chyron Duet LEX with C-Mix  
 
Video Tape 
7 - DVW A500  
Expandable to 16 
2 Ð BVW 75  
1- EVS X-File 
1- 6 ch EVS XT 
1-Fast Forward with Lance TDC-100 
8 Controllers (4 Sony and  4 Lance)  
3 Quad split generators  
2 VHS 

 
Cameras/Lenses 
On-board complement: 
6 Sony BVP 700 
4 Sony BVP 750  
6 Vinten Vector 70 heads 
4 Vinten Vision 12 heads 
2 Canon 70X lenses 
4 Canon 55lenses  
4 Canon 20:1 lens (HH) 
 Canon 5.2 and 4.5 wide angle lenses   
 available 
Up to 7 studio conversion kits for 20:1 
lens available 
Optional complement: 
Up to 12 hand held cameras  
Up to 7- 20x studio conversions 
 
Audio  
Yamaha PM 4000 52x8x2 with 
Genelec Speakers 
16 DBX 160X limiters 
2 Digicart II plus with Bernoulli and Zip 
drives 
Denon CD player 

Sennheiser HMD 24 commentator 
headsets (8) 
Announce Boxes w/ talkback (8) 
Sennheiser ME 66 (6) 
Sennheiser ME 67 (2) 
Beyer MC736 (6) 
Beyer MC737 (6) 
Shure Beta 58 (6), EV635 (6), EV 
RE50 (4) 
Sony ECM 77(6), Sony ECM 66 (4) 
Shure FP 23 line amps (15) 
 
Also available: 
Sennheiser 816s, 416s, and Shure 
SM89s 
Sony and Lectrosonic wireless System  
4 drop wireless IFB 
6 drop Vega RF PL with iso    
Extensive 25 pair capability 
Audio submix system with Yamaha 
PM 3500 
Fiber Booth system with 3000 ft of 
fiber 
32 audio, 16 video, data, PL 
 
Monitoring 

94 production wall, 38 tape wall, 33 
video wall 
6 Sony 14" color 
6 Sony 8" color 
2 Sony 9Ó B/W 
 
Intercom/Communications 
Telex/RTS Adam  136 ports 
KP 32, and KP 12 panels  
12 PL channels 
12 IFB channels 
20 BP325 belt packs  
6 Biscuit boxes 
2 Radio base stations 
12 Motorola GP 100 
Partner 20 line Phone system 
6 QKTs 
4 Ring downs 
4 telephone interfaces 
 
System Equipment 
BTS 96X96 Video (digital) 
128X128 stereo audio 
64X64 analog Video 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

501-219-2653 

 
 
 
 
 

Dimensions/Power 
208v, three phase, 200 amps 
150' cable (series D camlock) 
20 ton HVAC 
53' trailer (40Õx5' and 24Õx2Õ 
expando) 
13' 6" height clear 
8' 6" wide clear (transport) 
80,000 lbs. (36,300 kgs.) 

 

 



 
 
 
 

 

 


