
Alliance Productions Mobile Video Productions D-5 
53Õ Digital Expando 

 
Video Production 
2 deck side expando  
4 position production deck 
2 – 2 position rear decks 
GVG 4000, 3 M/E 48 input switcher, 

EMEM, 12 aux outputs, digital auto 
timing, Omni, Flip-flop, borderline 
generator, secondary background, 
RGB chromakey, NTSC decoder, 
internal frame store 

Abekas DVEous 2 ch w/ p-bus 
Leitch 2 channel still store 
 
Graphics 
Duet HyperX(2) 2 x 146 Gb drives, 

eFX Clip Player, additional channel, 
Lyric Pro Advanced Effects, 
Photoshop, MS Office 

Chyron Infinit! - 68060 processor, 64 
Mg. Ram, Transform, 3 frame 
buffers, 2 video outs, 1.2 Gig drive, 
intelligent interface, 230 Mg. 
Bernoulli drive, Zip and Jaz drives, 
video input module, transcoder 

Video Tape 
2 DVW500 Digital Beta 
5 BVW75 SP Beta 
EVS XT 6 ch 
EVS X-File 
2 DVD recorders 
2 VHS 
3 DNF controllers 
Fast Forward with Lance Controller 
 
Cameras/Lenses 
4 Sony BVP 500 
2 Sony BVP 550 
1 Sony BVP 950 
4 Fujinon 70:1 
3 Canon 20:1 (hh) 
4 Cartoni Omega pan/tilt heads 
4 Vinten HDR tripods 
3 Vinten Vision 10 heads 
1 build-up kit with Fujinon 44x lens 
 
Audio  
Calrec C2 console, 48 channels – 40 

mono, 8 stereo, 8 stereo groups, 2 

stereo masters w/ built in dynamics, 
6 aux buses (5 mono, 1 stereo), 1 
mix minus bus, 4 VCAs 

8 BSS 404 limiter/compressors 
Bar graph and analog metering w/ on 

board phase meter 
2 360 Systems Digicart II with GPI 

interface 
Sony CD player 
Sony cassette player 
Sony mini disk 
6 Sennheiser HMD-25 announce sets 
4 Clearcom AB100 announce boxes  
Sennheiser 816 (4) 
Sennheiser 416 (5) 
Sony ECM 77 (6) 
Beyer ME 58 (6) 
Crown PCC (6) 
20 audio DAs 
 
Monitoring 
 
Intercom/Communications 
RTS Adam Intercom – 64x64 matrix 

12 channel IFB 
7 KP96-7 panels 
4 KP96-2 panels 
12 BP325 belt packs 
8 IFB belt packs 
1 RTS 2110 RF intercom w/ 2 

beltpacks 
2 Motorola RF base station w/ RTS 

interface 
6 Motorola walkie talkies 
10 Nitsuko Onyx keysets 
8 line telephone system 
2 Telos 2 + 2 dual hybrids 
4 Telos single hybrids 
 
System Equipment 
PESA Cheetah 64x64 Video, 256x128 
flat audio 
11 DPS frame synchronizers 
Link Electronics PDP-886 closed 

captioning device (on request) 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

501-219-2653 

 

Dimensions/Power 
208 three phase 
200 amps 
200' cable (camlock) 
20 ton HVAC 
53' trailer 
13' 6" height, 8' 6" wide clear  
74,500 lbs.  
 

16' 7"8' 8" 13' 2" 7' 5" 6' 5"
Production Tape VideoAudio Eng

TapeProduction VideoAudio Trans.



 
 
 
 
 
 
 
 
 
 

 


