
Alliance Productions New Century Productions 
NCP6 

53Õ Digital Expando 

 
Video Production 
Grass Valley 4000 Digital production 
switcher; 64 inputs; 3   Mix/effects 
busses + PGM/PST; 8 aux buses 
Framestore; Borderline Key Edge 
DVEous Dual Twin w/Target 
Framestore; Color Corrector; Defocus 
Feral E4 single ch digital DVE 
Leitch Still File digital still store 
 
Graphics 
Chyron iNFiNiT! 060 processor; 128 
Mb RAM; 18 Gb hard drive; Transform 
II; video input; intelligent interface; 
Bernoulli, JAZ or ZIP 
Chyron Duet LEX w/ 250mb internal 
Zip, 2 frame buffers and Clip Player 
 
Video Tape 
4 Sony DVW-500 Digi-Beta VTRs 
1 Sony DVW-A500 Digi-Beta VTR 
2 Sony BVW-75 Beta SP VTRs 

6 Ch EVS XT w/ X-File 
Fast Forward w/ Lance controller 
7 DNF slo-mo controllers 
1 Pioneer DVD Recorder 
 
Cameras/Lenses 
6 Ikegami HK-388s - FIT chips, triax, 
computer set-up, dual tally 
4 Ikegami HK-388P Hand-Held 
cameras - FIT chips, triax, computer 
set-up,  remote filter wheel control, 
scene files, dual state tally 
11 camera base stations prewired for 
full system integration 
6 Vinten Vector 70 pan heads on 
Vinten tripods & dollies 
3 Vinten Vision 100 lightweight ENG 
heads & sticks 
6 Fujinon-70x lens w/ 2x extender 
2 Fujinon-20x lens w/ 2x extender 
1 Canon 18x lens w/ 2x extender 
1 Fujinon 8x5.5mm wide-angle lens 

 
Audio  
Yamaha PM-5000 audio console 
programmable, 72 input mixing desk, 
52 primary faders, 32 mono, 40 stereo, 
12 stereo aux bus outputs, 8 group 
outputs, 24x24 remixing matrix, 
primary inputs equipped with 
motorized, programmable faders Ð 999 
scene files  
2 Digi-Cart II w/DVE or Switcher GPI 
triggering  
Sony CD Recorder 
8 ch dbx compressor/limiters - 2 ch 
graphic EQ 
 
Intercom/Communications 
RTS Adam intercom system w/96x96 
matrix; 12 ch TW icm  
4 Telos 2-wire   
2 Gentner interfaces  
2 QKT phone couplers 

RTS 12 channel IFB system 
Lucent Partner 12 line key system - 25 
patchable incoming lines 
2 channel UHF 2-way radio system (2 
bases & 6 walkies) 
  
System Equipment 
Pesa Tiger 96x144 serial digital 
routing switcher 
64 x 64 Analog video routing switcher 
2 ch 64 x64 audio matrix w/ 
independent breakaway 
16 independent Frame Syncs 
20 D:A converters 
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Dimensions/Power 
208v three phase 
200 amps 
150' cable (series D camlock) 
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