
Alliance Productions New Century Productions 
NCP7HD 

53Õ HD Digital Expando (720p, 1080i) Ð travels with  B-unit 

 
Video Production 
GVG HD Kalypso Production Switcher 
Utah Scientific 400 128x128 HDRouter 
256 x 430 SDI matrix 
256x256 AES audio matrix; 64 or 128 
router control panels 
Abekas DVEous Dual Twin HD DVE 
 
Graphics 
Chyron Duet Hyper X 
Viz RT (available on request) 
 
Video Tape 
4 EVS HD LSM XT (4 channel) 
4 EVS HD maXS XT (4 channel) 
EVS X-File 
1 EVS HD Shot Box 
2 Panasonic HD1700 DVC Pro   
1 Panasonic HD3700 D-5  
2 Sony DVW-A500 Digi-Beta  
2 Pioneer DVD Burners 

 
Cameras/Lenses 
16 Thomson LDK-6000 Triax Base 
Stations 
16 LDK-6000 Mk II Worldcam 
Handheld Cams 
10 Super Expander Studio Kits 
2 Canon XJ 100 x 9.3 with image 
stabilization 
4 Canon XJ 86x9.3 with image 
stabilization 
4 Canon XJ 75x 9.3 with image 
stabilization 
6 Canon HJ 21x7.5 
1 Canon HJ 18x 7.8 
2 Canon HJ 9ax5.2 wide-angle lens 
1 Panasonic AJ-HDC27a – DVC pro 
HD ENG Camera 
10 Vinten Vector 700H pan heads on 
Matthews tripods & dollies 
7 Miller lightweight ENG Tripods 

1 GVG LDK 6200 HD Super Slo-mo 
cam/EVS (avail on request) 
 
 
Audio  
Calrec Alpha 100 digital audio mixing 
desk with unique 96 fader control 
surface 
226 mixing channels configured as 96 
stereo and 24 mono 
128 AES digital input channels 
provides direct digital interface 
with all VTR and EVS machines; 320 
analog audio inputs 
2 Digi-Cart II w/DVE or Switcher GPI 
triggering – Denon CD 
16 ch dbx compressor\limiters – 2 ch 
graphic EQ – Sony mini-Disk 
4 ch Yamaha SPX 990 Digital 
Delay/Reverb 
 

Intercom/Communications 
RTS Adam intercom system w/ 
136x 136 matrix; 16ch TW icm; 
6 Telos 2-wire interfaces  
2 QKT phone couplers 
RTS 12 channel IFB system 
Lucent Partner 12 line key system- 
25 patchable incoming lines 
16 channel UHF 2-way radio 
system (2 bases & 12 walkies) 
 
System Equipment 
 
20 Everetz Broadcast Quality 
Downconvertors 
21 Everetz Broadcast Quality 
Upconvertors 
2 Evertz Cross Converters 
8 HD Frame Syncs 
20 SD/Analog Frame Syncs

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

501-219-2653 

 

Dimensions/Power 
 
2 - 208v, three phase, 200 amp 
services 
150' cable (series D camlock) 

Tape Production

Video

AudioTrans.

 



 
 
 
 
 

 

 


