
Alliance Productions SDTV ExpandoLink 
40’ Digital Production/Uplink 

 
Video Production 
2 deck expando trailer 
3 position production deck 
2 position back deck 
Sony 7350 component digital switcher, 
  36 input, 3.5 M/E  
DMK 7000 & 2 channel DME 3000  
Abekas 2 channel still store 
 
Graphics 
Chyron Duet LEX 
Chyron Infinit 68060 processor, 
Transform II, 3 extended frame 
buffers, intelligent interface, TV store, 
V.12 software,  128 Mg. Expanded 
font mem., 230 Mg. Bernoulli drive, 2 
Gig Jazz Drive, 250 Mg. Zip Drive.  
 
Video Tape 
5 BVW D75 VTRs 
1 DVW-500 Digibeta VTR 
2 Ashvale controllers 
EVS LSM XT 4 ch  
Time code patch panel 
RS422 patch panel 
5 Wohler audio monitors 
6 Router controls 
1 Sony 13” high res monitor 
 
Cameras/Lenses 

8 Sony BVP-570  
8 Canon 18x1 lenses  
6 Cartoni Delta 2 stage tripods with 
fluid heads 
Also available: 
2 Canon 55:1 lenses 
2 Wide angle lens adapters 
4 Studio kits for handhelds 
Dolly wheels   
 
Audio  
Allen & Heath ML4000 40 input audio 

console 
 8 VCA / 8 Group / 12 Aux / 2 router 

outputs 
 2 DBX 266XL dual ch compressor 

gate 
 2 DBX 166XL dual ch compressor 

limiter gate 
 Digicart II w/ Zip 
 MDS-B5 Sony mini disc 
 Stanton S-500 dual CD player 
 4 Telos (one + one) 
 3 Telos Links 

DK stereo phase scope & analyzer 
 4 LCD monitors 
 1 Wholer 4 ch audio monitor 
 4 Sennheiser shotgun mics 
 6 Sennheiser E 845 stick mics 
 4 ECM 77 lav mics 

 
Intercom/Communications 
RTS intercom & IFB  
8 RTS BP320 PL boxes & headsets 
RTS 1626 20 ch source assign panel 
RTS 4 ch IFB 
8 – 803 master stations 
4010 IFB controller (6 IFB boxes) 
3 Daltech sportscaster box w/ 
Sennheiser HMD25 headsets 
2 Clearcom to RTS interface system 
8 –BP325 beltpacks w/ headsets 
Panasonic 8 line telephone system 
Fax/copier 
 
System Equipment 
Sony DVS 64x64 serial component 
digital video router 
Pesa Cougar 32x32 stereo analog 
audio router 
Router control by Sony Vaio computer 
6 Pixel VS5200 Frame syncs, analog 
or digital inputs 
2 Leitch EPS575 frame sync 
 
Antenna System 
AVL 2.4m Parabolic Antenna 
3 Port Ku / 2 Port C 
Research Concepts RCI –3000 
antenna controller 

Tektronix 1705 Spectrum Analyzer 
Exciter / Modulator 
2 Miteq U-9696-3 Ku Band Data 
Quality upconverters 
2 Scientific Atlantic 7555B modulators 
High gain output (+10dbm) 
3 Audio Sub carriers 
Redundant Switchover, Dual Feed 
Available 
Dual IF filters for full and half 
transponder operation 
 
Digital Uplink 
2 Tiernan TE 6000 Encoders 
Analog composite video or serial 
digital video inputs 
4 channel Audio 
 
HPA 
2 MCL 10999 
1 MCL variable power combiner 
 
Receiver 
2 Agile Omni analog receivers 
2 Tiernan TDR60 IRD Integrated 
Receiver Decoders 
2 Norsat KLNB.8-PL25A phase-locked 
digital-ready LNBs, +/-25kHz, .8dB 
PLL

 
 
 
 
 
 
 
 
 
 
 

501-219-2653 

 

Dimensions/Power 
200 amp, single phase, 208-240v 
On board gen. – 40kW Kohler 
(1) 20kVA for technical loads and  
(1) 20kVA for envrmt. loads 
40’ overall /32’ box length,13' 4" 

height 
8' 5" wide  (12’5” expanded) 
54,000 lbs. 
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