
Alliance Productions            Voyager 6 
53Õ Digital Expando  

 
Video Production 
3 deck ( 38Õx 5Õ  street side expando) 
4 position mid deck 
4 position back deck 
Grass Valley Kalypso  4 ME with TRi 
Color display Serial Digital Switcher. 
Has 80 inputs 48 outputs, 6 internal 
DVE's, and Peripheral Buss Control.  
Gveious/ Dveious Dual Twin Serial 
Digital DVE 
 
Graphics 
Chyron INFiNiT! 060 processor, 128 
meg memory, 601, Transform II, 9 Gig 
Hard Drive with external 2 gig Jazz, 
250 ZIP and 230 Bernoulli. 2 
keyboards 
Duet HyperX HD/SD, CMIX effects, 
GPI/O card, 72GB HD, 72GB Clip 
Player, 2 GB Memory, CDRW drive, 
Duet Keyboard, 19Ó display monitor 
 
 
 
Video Tape 

6 Sony BVW-75 Beta SP VTR's  
2 Sony DVW-500 
2 Sony DVW-A500s   
DNF ST-300 controllers. 
1 EVS XT 6 Channel  Video server 
1 EVS X-File (2) 
1 EVS Hub (2) 
Fast Forward DDR w/ Lance controller 
 (truck is wired for 14 machines) 
 
Cameras/Lenses 
6 Sony BVP 900's Studio Cameras  
4 Fujinon 70X  
3 Fujinon 66X lenses, 2X, Macro  
7 Vector 70 Heads with Quickset 
Tripods.  
3 Sony BVP 950 Handheld Cameras 
with Fujinon 19X with 2X lenses  
4 Sachtler Tripods.  
 *Fuji 4.8 Wide Angle Lens, 1 Sony 
CA-905 Studio Build up kit for BVP 
950. (Servo's available, Truck is wired 
for 16 cameras).  
 
*Available on Request 
 

Audio  
Soundcraft Series 5 Audio Console 56 
Dual input Mono, 4 Stereo inputs, 16 X 
Mix, 10 VCA Groups, 8 Groups, 8 
mute groups, 12 Auxes. Mackie 1604 
Portable Mixer, 1 Digi-Cart II (ZIP and 
230 Bernoulli ), 360 Systems Instant 
Replay Hard Disk Recorder, Mini Disc 
Player Recorder, Cassette Deck, CD 
Player,  DAT,  
8 channels DBX Compressor/Limiters, 
Tannoy  and Hafler for Monitoring, ATI 
Audio Distribution.  
 
Monitoring 
2 Sony 20Ó (program/Preview) 
1 Sony 13Ó TD Monitor 
81 Ikegami B&W  
6 Sony 14Ó Color  
8 Sony 8Ó Color 
 
Intercom/Communications 
RTS Adam System, 72 X 72 
Expandable to 136 X 136,  

4 KP98-7 Key panels with expansion 
panels,  
7 KP-32 Key panels,  
1 Dual channel telephone IF,  
12 powered channels of 2 wire 
intercom,  
16 channels of IFB,  
20 Dual channel belt packs,  
5 single channel belt packs,  
2 Telos Links,  
2 Getner Hybrids,  
4 Couplers.  
12 CO Line Phone System.  
2 Motorola UHF Base stations,  
6 hand held radios.   
 
System Equipment 
PESA Jaguar Video Router 64x64 
Video/Serial Digital 64x32 Stereo 
Audio, PESA Series V 48 X 80 Analog 
Router. 
Grass Valley Terminal/ Distribution 
and A/D & D/A conversion. 16 DPS 
465 A/D & D/A  Frame Syncs

 
 
 

501-219-2653 

 

Dimensions/Power 
208/240 Volts, 3 Phase, 200 
Amps.  
53Õ trailer (38Õx 5Õ Street side 
expando) 
13Õ6Ó height clear 
8Õ6Ó wide clear (transport) 
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